
Glove Weight: 10.5g +/- 0.5g

Sizes: S / M / L / XL 

Packaging: 50 gloves per dispenser / 10 dispensers per case

Sold As: Cases

Product Description

Product Details

Technical Information

Disposables
Product Information

New PPE Regulation (EU) 2016/425 applies 2777

Measurements 7 (S) 8 (M) 9 (L) 10 (XL) 11 (2XL)

A Hand Length (mm) 300 300 300 300 300

B Hand Circumference (mm) 178 203 229 254 279

Glove Size Chart

A
B

2cm

Nitrile Diamond Grip Extended Gloves 
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 enhanced durability with  

 a extended cu�   

 

 
Diamond textured glove

  

 
provides excellent grip

   

 

 

Low chemical contact use

 Soft nitrile formulation   

 provides a comfortable fit   

 that moulds to the shape of  

 the hand

 

Protects against bacteria, 

  

 

fungi and viruses

 

Non-sterile

 

Tensile strength - 12 Newtons

With an outstanding grip and thick exterior, our diamond grip nitrile 
gloves provided excellent strength and tear resistance in tough 
environments with a extended cu� to keep you protected at all times. 
Making this the perfect choice for a multitude of tasks. 

Standards & ConformityFeatures & Applications

 PPE Regulation (EU) 2016/425 (as retained in UK and amended) 
 Plastic Materials and Articles in Contact with Food Regulation  

 (EU) No 10/2011
 EN 374-1:2016 / Type B
 EN 374-4:2013 % Degradation
 EN 374-5:2016

This product conforms to:

 Automotive

 Engineering

 Agriculture

 Manufacturing

 General Use

 Utilities

 Chemical handling

 Industrial production

 Liquid transfer

 Janitorial

 Food handling

Industry: Tasks:

Single Use Only
Do Not Reuse

Suitable for use 
with food

Product is free 
from powder

EN ISO 374-5:2016 Protection 
Against Bacteria & Fungi and Viruses

EN ISO 374-1:
2016 / Type B

Thicker nitrile o�ers

CAT III


